Americana Carpet Tiles          

01 March 2005

Warranty 

10 years subject to Flooring Industries Conditions

Construction

Fibre bonded Diagonal Rib 

Fibre Type                      


100% Polypropylene          

Total weight                  


4.7kgs sq. mt. (Nom)

Pile weight                   


1150 g/m2 (Nom)    

Backing                     


Bitumen with glass fibre 

Dimensions                   


Pile height 4mm, Total height 9.5mm, Tile size 50cm x 50 cm

Dimensional Stability                 

ISO 2551             

Colour fastness             


ISO105 B02/ E01 / x12

Light >6,   Water 4-5,  Rubbing 4-5,  BS 1006 Shampoo 5

Flammability                 


BS4790/ Bs5287 Low Radius

Static                             

Permanently antistatic ISO DTR 6356 < kW  

Usage                           


Extreme Heavy Contract

Castor Test

EN1307 Rating 2.9 Class A suitable for continuous use 

Acoustic
ISO140/8 >24db

Thermal retention

ISO11092 0.13 Pass

Environmental
Compatible production. Gut 15410 Minimal odours and emissions, Recycled waste          

Installation

Install to BS5325, CFA: best practice guide. Broadloom or Tessellated   
We reserve the right to improve and change the specification of the product without notification






